
Low Level Noise

AUX heat pumps feature inverter 
compressors for quiet outdoor 
operation. With triple insulation and 
AUX patented fan design noise 
levels are reduced to 35dB(A) at 3 m. 
The silent mode function offers two 
levels for added comfort.

Hot Water to 80°C

The AUX R290 Monobloc System 
provides hot water reaching a 
temperature up to 80°C.

Dual Temperature Zone

Catering to individual preferences, 
this feature offers distinct climate 
control for different areas, ensuring 
personalized comfort in homes or 
workplaces.

Smart Grid Ready 

Heat pumps marked with SG Ready 
label are equipped with control 
system that allows to connect a 
single heat pump into a smart grid.

Flexible Design Solutions

Flexible compatibility with various 
heating systems including: 
underfloor, radiators or fan coil 
units. Option also to power from 
your solar system.

Stylish Intuitive Control

27 language menu, stylish casing, 
heat pump can be set up via usb 
and the controller for easy 
commissioning.

Note: Product Specifications change from time to time as product  
improvements and developments are released and may vary from this document.
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Stylish Design

AUX AI Thermal Monobloc system is 
characterized by its stylish matte 
black casing made from weather 
resistant materials, ensuring its 
aesthetic appeal remains for years 
to come.

Energy Efficiency A+++

The R290 AI Thermal boasts energy 
efficiency of  A+++/ A+++. Its SCOP is 
5.4*

Connect up to  
8 Units for total Capacity of 128 KW
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Specifications

Note:  
1. Relevant EU standards and legislation: EN14511; EN14825; EN50564; EN12102; (EU) No 811:2013; (EU) No 813:2013; OJ 2014/C 207/02:2014.
2. Outdoor air temperature 7⁰C DB, 85% R.H.; EWT 30⁰C, LWT 35⁰C.
3. Outdoor air temperature 7⁰C DB, 85% R.H.; EWT 47⁰C, LWT 55⁰C.
4. Outdoor air temperature 35⁰C DB; EWT 23⁰C, LWT 18⁰C.
5. Outdoor air temperature 35⁰C DB; EWT 12⁰C, LWT 7⁰C.
6. Seasonal space heating energy efficiency class tested in average climate conditions.
7. Test standard: EN12102-1
8. Sound pressure level is the maximum value tested under the two conditions of Notes2 and Notes5.
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