
Slim Low-Static Duct
0 - 30 Pa

Ultra SlimDesign 
200mm height.

Thanks to its exceptionally flat 
construction, AUX ducted units are 
well-suited for spaces with limited 
installation space. The low housing 
height of only 200 mm allows for 
unit installation even in low-ceiling 
spaces.

Fresh Air Intake

The ceiling concealed unit accepts a 
fresh air inlet allowing it to draw 
fresh air from outside, for improved 
comfort and health.

Discreet Installation

Efficient and discreet units, 
providing the greatest freedom in 
installation design. Thanks to their 
exceptionally flat housing 
construction, they are suitable even 
in low-ceiling spaces.

Automatic ESP Regulation

Automatic ESP adjustment function 
guarantees comfortable cooling 
and heating at all times, regardless 
of the length of the ducts.

Low Noise Operation

The fan speed and the amount of 
supplied air are automatically 
adjusted to the length of the 
ventilation duct, so as to provide a 
constant air flow regardless of the 
length of the pipework, minimising 
unnecessary noise from static 
pressure.

Easy Maintenance 
Removable Panel

Simple structure ensuring that 
service and maintenance is carried 
out effectively & efficiently.

Built-In Drain Pump

The built-in drain pump can lift 
condensing water up to 1200mm 
high from the drainage pan.

Easy Maintenance 
Filter Removal

Filter removal is easily removed 
without screws.

Free Match Indoor Units

Note: Product Specifications change from time to time as product  
improvements and developments are released and may vary from this document.
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Universal for:  
Single and Multi Split Systems



Slim Low-Static Duct Type

Specifications

Free Match Indoor Units

Note: Product Specifications change from time to time as product  
improvements and developments are released and may vary from this document.
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Slim Low-Static Duct Type

Dimensions

Free Match Indoor Units

7K, 9K, 12K AUX-SD-07CAC/I, AUX-SD-09CAC/I, AUX-SD-12CAC/I

18K AUX-SD-18CAC/I

24K AUX-SD-24CAC/I

Note: Product Specifications change from time to time as product  
improvements and developments are released and may vary from this document.

www.auxcyprus.com  /  www.opticlima.net


