
Refrigerant PCB Cooling

The PCB is cooled by refrigerant, It 
has a higher heat dissipation 
efficiency compared to air cooling 
Even in the high temperature of 55 
degrees in summer, It can still 
operate at optimum capacity.

50 to 200%  
Combination Ratio

Compared to traditional VRF with 
combination ratio of 50-130%, the 
ARV7 can be extended to 50-200%, 
and the wider combination ratio 
allows for more flexible system 
configuration. This can be applied to 
long-term part-load operation 
scenarios, allowing for further 
reduction in installation costs.

Auto Commissioning

This feature simplifies system 
calibration, saves time for 
technicians, minimizes errors, and 
optimizes performance for energy 
efficiency and comfort in 
conditioned spaces.

7 Level Power Limit

The ARV7 has energy-saving 
features, including power limiting 
from 40% to 100%, while optimizing 
output according to ambient 
temperature changes.

Tennant Billing Solution

Our VRF tenant billing solution 
simplifies billing processes for 
multitenant environments, 
providing accurate and efficient 
tracking of individual energy usage.

Remote Monitoring

Our web-based monitoring 
software offers real-time insights 
and remote management 
capabilities, providing a user-
friendly interface for seamless 
monitoring and control of various 
processes.

Note: Product Specifications change from time to time as product  
improvements and developments are released and may vary from this document.

www.auxcyprus.com  /  www.opticlima.net

ARV7 Series
8 - 144HP

VRF Outdoor Units

360 Degrees Protection

The VRF system is equipped with 
comprehensive sensor-based 
protections, including safeguards 
for high and low pressure, 
compression ratio, fan motor, 
inverter module, compressor 
overload, and phase sequence 
ensuring system reliability and 
prevent damage from various 
operational conditions.

12-Level Silent Mode

The system controls compressor 
and fan motor frequencies, 
maintaining noise levels as low as 
43dB(A). It offers six silent levels for 
both day and night operation and 
stores the highest ambient 
temperature. After 7 hours, it 
switches to nighttime silent mode. 
Users can activate this feature 
through parameter C12.
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25K, 28K, 33K, 40K, 45K, 50K, 56K, 61K, 68K, 73K  
AUX-ARV-25/O, AUX-ARV-28/O, AUX-ARV-33/O, AUX-ARV-40/O, AUX-ARV-40/O, AUX-ARV-45/O, 
AUX-ARV-50/O, AUX-ARV-56/O, AUX-ARV-61/O, AUX-ARV-68/O, AUX-ARV-73/O

78.5K, 85K, 90K, 95K, 10.1K  
AUX-ARV-78/O, AUX-ARV-85/O, AUX-ARV-90/O, AUX-ARV-95/O. AUX-ARV-101/O

Dimensions

ARV7 Series
VRF Outdoor Units
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