
Refrigerant PCB Cooling

The PCB is cooled by refrigerant, It 
has a higher heat dissipation 
efficiency compared to air cooling 
Even in the high temperature of 55 
degrees in summer, It can still 
operate at optimum capacity.

Wide Temperature 
Operation

The MINI ARV system operates 
reliably even at an external 
temperature of -22°C in heating 
mode and +52°C in cooling mode.

Auto Commissioning

This feature simplifies system 
calibration, saves time for 
technicians, minimizes errors, and 
optimizes performance for energy 
efficiency and comfort in 
conditioned spaces.

7 Level Power Limit

The Mini ARV has energy-saving 
features, including power limiting 
from 40% to 100%, while optimizing 
output according to ambient 
temperature changes.

Tennant Billing Solution

Our VRF tenant billing solution 
simplifies billing processes for 
multitenant environments, 
providing accurate and efficient 
tracking of individual energy usage.

Remote Monitoring

Our web-based monitoring 
software offers real-time insights 
and remote management 
capabilities, providing a user-
friendly interface for seamless 
monitoring and control of various 
processes.

Note: Product Specifications change from time to time as product  
improvements and developments are released and may vary from this document.
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Mini VRF Systems
8 - 33.5KW

VRF Outdoor Units 

Parallel Combination

25.2, 28 & 33.5KW Mini VRF Systems 
can be used in parallel for increased 
capacity and more flexibility in 
project design.

Precise Temperature Control

Super low frequency operation at 
1Hz offers precise control to 0.1°C 
sensitivity and energy savings 
surpassing 25%, ensuring comfort 
while optimizing efficiency. 
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Dimensions

Mini VRF Systems
VRF Outdoor Units
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8KW, 10KW AUX-ARVMINI-8/O, AUX-ARVMINI-10/O

12KW, 14KW, 16KW AUX-ARVMINI-12/O, AUX-ARVMINI-14/O, AUX-ARVMINI-16/O

22KW, 26KW, 25K.2W, 28KW, 33.5KW AUX-ARVMINI-22/O, AUX-ARVMINI-26/O, AUX-
ARVMINI-25,2/O, AUX-ARVMINI-28/O, AUX-ARVMINI-33,5/O


